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Advanced Distributed Controller (ADC)
Device ADC (Advanced Distributed Controller)

Electrical

Power 12 to 24Vdc ±10%, 300mA maximum
12Vdc @ 240mA (325mA with CoBox-Micro) nominal
24Vdc @ 135mA (175mA with CoBox-Micro) nominal

Backup 3 volt lithium, type BR2325, maintains RAM 30 days

Data Memory 16 MB; 500,000 cardholders, 100,000,000 events, 1000 time schedules and 32,000 ac-
cess levels

Monitor Input 2 dedicated; 1 each for tamper and power monitor

Indication 6 Status LEDs

Communication Ports Port 1: RS-232 or 2-wire RS-485: 9,600 to 115,200 bps, async
Ports 2&3: 2-wire RS-485: 2,400 to 38,400 bps, async

Termination Removable screw terminal blocks

Wire Requirements Power: 1 twisted pair, 18 AWG
RS-485: 1 twisted pair, 24 AWG, shielded

4,000’ (1200m) max., (Belden 9501)
Ethernet: Cat 5
Input: 1 twisted pair, 30 Ohms max.

Mechanical

Dimension 5.0” W x 6.0” H x 1.0” D
(127 x 152.4 x 25 mm)

General

Weight (PCB) 4.1 oz ( 115 gm)

Operating Temperature 32°F – 158°F (0°C – 70°C)

Humidity 10% – 95% (non-condensing)

Listings

UL 294/1076 UL 294/1076 listed systems are only available as factory assembled units

CE Certified for compliance with European standards


