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Magnetic Stripe Reader (MSR) and Magnetic Stripe Reader with PIN (MSR-P) Specifications
Device MSR (Magnetic Stripe Reader) MSR-P (Magnetic Stripe Reader with 

PIN)

Electrical

Power 12 VDC @ 20 mA, typical 12 VDC @ 20 mA, typical

Output Clock/data (TTL magnetic stripe) or data 
1/data 0 Wiegand pulses) formats for both 
card and keypad data

Same specifications as MSR

LEDs One each of red and green LED Same specifications as MSR

LED Control One (1) line each LED and buzzer or two
(2) line LED (field selectable)

Same specifications as MSR

Magnetic Stripe Encoding: 75 BPI, Aiken Biphase (2F), 
read speed 3 to 50 inches per second

Same specifications as MSR

Communications 500’ (150 m) max to SRI or DRI 6 conduc-
tor, 24 AWG (Belden 9536)

Same specifications as MSR

Mechanical

Dimension 1.95” W x 1.3” H x 5.5” L
(5.0 x 3.3 x 14.0 cm)

Same specifications as MSR

Mounting Hidden mounting plate with single exposed 
security screw suitable for standard mul-
lion. Optional matching wall plate for single 
gang box installation.

Same specifications as MSR

Color Black or beige Same specifications as MSR

General

Operating Temperature -40°F – 167°F (-40°C – 75°C) Same specifications as MSR

Humidity 95% (non-condensing)
100% with weatherized option

Same specifications as MSR

Listings

UL 294/1076 UL 294/1076 listed systems are only available as factory assembled units

CE Certified for compliance with European standards


