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Proximity Technology
Design and specifications subject to change without notice. Conversion: 1”= 2.54 cm. Measurement conversions are ap-
proximate.

Electrical

Power Proxpoint: 4.75 V to 16 VDC @ 35 mA, nominal
Miniprox: 4.75 V to 16 VDC @ 60 mA, nominal
Thinline II: 4.75 V to 16 VDC @ 60 mA, nominal
Proxpro: 10 V to 28.5 VDC @ 100 mA, nominal
Proxpro+: 10 V to 28.5 VDC @ 100 mA, nominal
ProxproK: 10 V to 28.5 VDC @ 100 mA, nominal

Output Data 1/data 0 (Wiegand pulses) formats for both
card and keypad data

Frequency 125 KHz excitation

LEDs Proxpoint: One (1) bi-color LED
Miniprox: One (1) tri-color LED
Thinline II: One (1) tri-color LED
Proxpro: One (1) tri-color LED
Proxpro+: One (1) tri-color LED
ProxproK: One (1) tri-color LED

Audio Control Proxpoint reader controlled initial tone. All others,
access controlled initial tone. One (1) line each,
LED color and audio for additional SRI or DRI control

Communications 500’ (150m) max. to SRI or DRI 6 conductor,
24 AWG (Belden 9536)

Mechanical

Dimensions Proxpoint: 3.135” H x 1.7” W x 0.51” D
(7.96 x 4.3 x 1.3 cm)

Miniprox: 6.0” H x 1.7” W x 1.0” D 
(15.2 x 4.3 x 2.54 cm)

Thinline II: 4.7” H x 3.0” W x 0.68” D 
(11.9 x 7.6 x 1.7 cm)

Proxpro: 4.7” H x 3.0” W x 0.68” D 
(11.9 x 7.6 x 1.7 cm)

Proxpro+: 7.5” H x 7.5” W x 0.9” D 
(19.0 x 19.0 x 2.3 cm)

ProxproK: 4.70” H x 3.0” W x 0.68” D 
(11.9 x 7.6 x 1.7 cm)

Mounting Proxpoint: Metal door mullion or other material
Miniprox: Metal door mullion or other material
Thinline II: Single gang box
Proxpro: Single gang box
Proxpro+: Glass or mullion
ProxproK: Single gang box

Colors Proxpoint: Black, gray, white, beige
Miniprox: Gray or beige
Thinline II: Black, gray, white, beige
Proxpro: Gray or beige
Proxpro+: Gray only
ProxproK: Gray or beige

Read Range Isocard II: 3.0” (7.5 cm), up to 7.0” (17.5 cm) w/Prox
pro+

Proxcard II: 5.0” (12.5 cm), up to 11.0” (25.5 cm) 
w/Proxpro+

Proxkey II: 2.0” (5.0 cm), up to 6.0” (15 cm) w/Proxpro+

Credentials

Frequency 125KHz excitation

Size Isocard II: 2.125” H x 3.375” W x 0.03” D
(5.4 x 8.57 x 0.079 cm)
Proxcard II: 2.125” H x 3.375” W x 0.07” D
(5.4 x 8.57 x 0.18 cm)
Proxkey II: 1.9” H x 0.9” W x 0.345” D
(4.83 x 2.29 x 0.88 cm)

Material Proxcard II: ABS
Proxkey II: ABS
Isoprox II: PVC with imaging �nish

LEDs Proxpoint: One (1) bi-color LED
Miniprox: One (1) tri-color LED
Thinline II: One (1) tri-color LED
Proxpro: One (1) tri-color LED
Proxpro+: One (1) tri-color LED
ProxproK: One (1) tri-color LED

Temperature 50°F – 160°F (-45°C – 70°C)

Humidity 0% – 95% (non-condensing)

Listings

UL 294, CE Readers (UL 294 listed systems are only available as 
factory assembled units)


